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2. The crossover duct must be listed for ex-
terior use. 

Subpart H—Electrical Systems and 
Equipment 

§ 3285.701 Electrical crossovers. 
Multi-section homes with electrical 

wiring in more than one section re-
quire crossover connections to join all 
sections of the home. The crossover 
must be designed in accordance with 
part 3280, subpart I of this chapter, and 
completed in accordance with the di-
rections provided in the installation in-
structions. 

§ 3285.702 Miscellaneous lights and fix-
tures. 

(a) When the home is installed, exte-
rior lighting fixtures, ceiling-sus-
pended (paddle) fans, and chain-hung 
lighting fixtures are permitted to be 
installed in accordance with their list-
ings and part 3280, subpart I of this 
chapter. 

(b) Grounding. (1) All the exterior 
lighting fixtures and ceiling fans in-
stalled per § 3285.702(a) must be ground-
ed by a fixture-grounding device or by 
a fixture-grounding wire. 

(2) For chain-hung lighting fixtures, 
as shown in Figure A to this section, 
both a fixture-grounding device and a 
fixture-grounding wire must be used. 
The identified conductor must be the 
neutral conductor. 

(c) Where lighting fixtures are 
mounted on combustible surfaces such 
as hardboard, a limited combustible or 
noncombustible ring, as shown in Fig-
ures A and B to this section, must be 
installed to completely cover the com-
bustible surface exposed between the 
fixture canopy and the wiring outlet 
box. 

(d) Exterior lights. (1) The junction 
box covers must be removed and wire- 
to-wire connections must be made 
using listed wire connectors. 

(2) Wires must be connected black-to- 
black, white-to-white, and equipment 
ground-to-equipment ground. 

(3) The wires must be pushed into the 
box, and the lighting fixture must be 
secured to the junction box. 

(4) The lighting fixture must be 
caulked around its base to ensure a wa-
tertight seal to the sidewall. 

(5) The light bulb must be installed 
and the globe must be attached. 

(e) Ceiling fans. (1) Ceiling-suspended 
(paddle) fans must be connected to 
junction box listed and marked for 
ceiling fan application, in accordance 
with Article 314.27(b) of the National 
Electrical Code, NFPA No. 70–2005 (in-
corporated by reference, see § 3285.4); 
and 

(2) The ceiling fan must be installed 
with the trailing edges of the blades at 
least 6 feet 4 inches above the finished 
floor; and 

(3) The wiring must be connected in 
accordance with the product manufac-
turer installation instructions. 

(f) Testing. (1) After completion of all 
electrical wiring and connections, in-
cluding crossovers, electrical lights, 
and ceiling fans, the electrical system 
must be inspected and tested at the 
site, in accordance with the testing re-
quirements of § 3280.810(b) of this chap-
ter. 

(2) The installation instructions 
must indicate that each manufactured 
home must be subjected to the fol-
lowing tests: 

(i) An electrical continuity test to 
ensure that metallic parts are effec-
tively bonded; 

(ii) Operational tests of all devices 
and utilization equipment, except 
water heaters, electric ranges, electric 
furnaces, dishwashers, clothes washers/ 
dryers, and portable appliances, to 
demonstrate that they are connected 
and in working order; and 

(iii) For electrical equipment in-
stalled or completed during installa-
tion, electrical polarity checks must be 
completed to determine that connec-
tions have been made properly. Visual 
verification is an acceptable electrical 
polarity check. 

VerDate Mar<15>2010 14:09 May 05, 2010 Jkt 220081 PO 00000 Frm 00303 Fmt 8010 Sfmt 8010 Y:\SGML\220081.XXX 220081cp
ric

e-
se

w
el

l o
n 

D
S

K
89

S
0Y

B
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-08-28T16:43:59-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




